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OPTIONS AND ACCESSORIES PERFORMANCE VALUES 

• Bird Screen 

• Blank Off Panels 
• Extended Sill 
• Glazing Frame 
• Insect Screen 
• Security Bars 
• Variety of Architectural Finishes 

 

 

 
Certified Ratings: 
Bisam Facade Inc. certifies that the LV-122 
shown herein is licensed to bear the AMCA 
Certified Ratings Program seal. The ratings 
shown are based on tests and procedures 
performed in accordance with AMCA Publication 
511 and comply with the requirements of the 

AMCA Certified Ratings Program. The AMCA 

Certified Ratings Program seal applies to air 
performance, water penetration and wind-driven 
rain ratings. 

 
 
 
 
 
 
 
 
 

 

 
 

 

  
 

 

 

 
 
 

 

 
 
 

 

 
 

 

        
 

  

 

  
  

  
 

  
 

 ARCHITECTURAL STORM LOUVER SYSTEMS 

 

  

 

LV122

GENERAL

The LV122 louver is engineered to provide outstanding defense against wind-driven rain, even in the most 
challenging environments. Perfectly designed for high wind areas and applications requiring maximum rain 
resistance, the LV122 combines functionality with style, featuring horizontal blades and available in a variety of 
anodized and painted finishes, including custom color matching to meet your project's unique needs.

 

     
    
    
       
           
     
     
       

•      Blade Style  : Horizontal
•      Free Area  : 7.49 sqft  46.8%  (48”  x 48”  unit)
•      Pressure Drop of .18 in.wg.  : 995 fpm Free Area Velocity
•  Design Load:  30 psf

Beginning Point of Water Penetration
•      Free Area Velocity : 1226 fpm
•      Air Volume Delivered : 9182 cfm
•      Pressure Loss : 0.053 oz. /sq. ft.

 

     
   
    
   
           
     
     
       

2"

5/ 1/8"

Sealant and Backer Rod

Stiffener Angle

LV-122, September 2024

Certified Ratings:
Bisam Facade Inc.  certifies that the model LV122 shown herein is 
approved  to bear the AMCA listing label. The ratings shown are based 
on tests  and procedures performed in accordance with AMCA 
publications and  comply with the requirements of the AMCA listing label
program. The  AMCA listing label applies to high velocity rain and wind 
borne debris  impact resistant louvers.

STANDARD  FEATURES

•  Mill  finish  6063-T6  extruded  aluminum.
•  2"  blade  spacing.
•  5"  blade  depth
•  1/16"  blade  thickness
•  Powder  coating  with  all  standard  RAL  colors  and  various  anodized  colors
•  Minimum  size  12"  x  12"
•  Maximum  size  60"  x  120"
•  AMCA  540  (impact  resistant,  Enhanced  protection)  listed.
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Free Area Wind-Driven Rain Performance 

   
          

 

 
          

 
          

 

 
 
 
 
 
 
 
 

 

 
 

 

Wind-Driven Rain Penetration Classes 
 

 

 

 

 

 

Water Penetration 
 

AMCA defines the beginning point of water penetration as the free area velocity at the 
intersection of a simple linear regression of test data and the line of 0.01 ounces of 
water per square foot of free area measured through a 48" x 48" louver during a 15-
minute period. The AMCA water penetration test provides a method for comparing 
louver models and designs as to their efficiency in resisting the penetration of rainfall 
under specific lab conditions. We recommend that intake louvers are selected with a 
reasonable margin of safety below the beginning point of water. 

 

 
 
 
 

 
 

Class Effectiveness 

A    1 to .99 

B    0.989 to 0.95 

C    0.949 to 0.80 

D    Below 0.8 

3 in./hr. (75mm/hr.) Rainfall Rate & 

29 mph (13 m/s) Wind Velocity 

8 in./hr. (203mm/hr.) Rainfall Rate & 

50 mph (22.4 m/s) Wind Velocity 

Ventilation Air 

Core Velocity 

fpm (m/s) 

Ventilation Air 

Free Area 

Velocity fpm (m/s) 

Water 

Penetration 

Effectiveness 

% 

 

 
Class 

Ventilation Air 

Core Velocity 

fpm (m/s) 

Ventilation Air 

Free Area 

Velocity fpm (m/s) 

Water 

Penetration 

Effectiveness 

% 

 

 
Class 

0 (0.0) 0 (0.0) 100 A 0 (0.0)   

98 (0.5)   100 A 96 (0.5)   

196 (1.0)   100 A 196 (1.0)   

294 (1.5)   100 A 287 (1.5)   

393 (2.0)     396 (2.0)   

492 (2.5)     481 (2.5)   

590 (3.0)     587 (3.0)   

688 (3.5)     690 (3.5)   

      791 (4.0)   

885 (4.4)     887 (4.4)   

983 (5.0)     984 (5.0)   
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 ARCHITECTURAL STORM LOUVER SYSTEMS 

 

Airflow  Resistance

Test  method  per  ANSI  /  AMCA  Standard  500-L-12  (Pressure  Drop)

Test size : 48  in.  x  48  in.  (1219  mm  x  1219  mm)

Pressure  loss  tested  in  accordance  with  figure  5.5  of  AMCA.

LV122

LV-122,September 2024

12 18 24 30 36 42 48 54 60 

0.3 1.91.71.51.31.10.90.70.5
0.5 0.9 3.22.82.52.21.91.51.2

1.20.8 1.7 4.44.03.53.02.62.1
2.21.61.0 2.7 5.75.14.53.93.3

3.32.61.91.2 4.1 6.96.25.54.8
4.84.03.12.31.4 5.6 8.27.36.5

6.55.54.63.62.61.6 7.5 9.48.5
8.57.46.35.24.13.01.8 9.6 10.7 

10.79.58.27.05.84.53.32.1 12.0 
13.211.810.59.17.76.45.03.62.3
14.513.011.510.08.57.05.54.02.5
15.714.112.510.89.27.66.04.32.7
17.015.213.511.710.08.26.44.72.9
18.216.414.512.610.78.86.95.03.1
19.517.515.513.411.49.47.45.43.4
20.818.616.514.312.210.07.95.73.6
22.019.717.515.212.910.68.36.13.8
23.320.918.516.013.611.28.86.44.0
24.522.019.416.914.411.89.36.84.2

 

Width (Inches) 
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The core area is the open area of the louver face.
The core velocity is the airflow divided by the core
area. Test louver core area is 10.77 ft².

Free area velocity is the airflow divided by free 
area. Test louver free area is 5.4 ft².

196  (1.0)

392  (2.0)

588  (3.0)

786  (4.0)

984  (5.0)

1180  (6.0)
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